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WARNING
THIS GAME MUST BE GROUNDED. FAILURE TO DO SO MAY
RESULT IN DESTRUCTION TO ELECTRONIC COMPONENTS.

WARNING: This equipment generates. uses. and can radiate radio frequency energy and if not and used In
accordance with the instructions manual. may cause interference to radio communications. It has been tested
and found to comply with the limits tor a CLASS A computing device pursuant to SUBPART J of PART 15 of
FCC RULES. which are designed to provide reasonable protection against such interference when operated
in a commerical environment. Operation of thisequipmentin aresidential areais hkely to cause interference in
which case the user at his own expense will be required to take whatever measures may be required to correct
the interference.

ELECTRICAL BULLETIN: FOR ALL APPARATUS COVERED BY THE CANADIAN
STANDARDS ASSOCIATION (CSA) STANDARD C22.2 NO. 1, WHICH EMPLOYS A
SUPPLY CORD TERMINATED WITH A POLARIZED 2-PRONG ATTACHMENT PLUG.

CAUTION: TO PREVENT ELECTRIC SHOCK DO NOT USE THIS (POLARIZED)
PLUG WITH AN EXTENSION CORD, RECEPTACLE OR OTHER OUTLET
UNLESS THE BLADES CAN BE FULLY INSERTED TO PREVENT BLADE
EXPOSURE.

ATTENTION: POUR PREVENIR CHOCS ELECTRIQUES NE PAS UTILISER CETTE
FICHE POLARISEE AVEC UN PROLONGATEUR. UNE PRISE DE
COURANT OU UNE AUTRE SORTIE DE COURANT, SAUF SI LES
LAMES PEUVENT ETRE INSEREES A FOND SANS EN LAISSER
AUCUNE PARTIE A DECOUVERT.
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SERVICE INFORMATION CONCERNING THIS GAME, OR ANY
OTHER BALLY MIDWAY GAME YOU NOW HAVE ON LOCATION.

CALL US FOR PROMPT, COURTEOUS
ANSWERS TO YOUR PROBLEMS.
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PRELIMINARY INSTRUCTIONS
FOR
GAPLUS

INSTALLATION

1. Unlock and open the coin box door.
2. Remove four (4) "CABINET LEVELING LEGS" from inside the coin box.

3. Tip the cabinet to the side and remove the shipping cleats from its bottom.

o

Locate the threaded holes - one in each corner - and install the "CABINET LEVELING
LEGS" in them.

(]

Level the cabinet.

[

When finished, the cabinet should be stable in the upright position.

4. Close and lock the rear access door and plua the game into a standard A.C. wall outlet
ONLY.

Game MUST be
properly grounded.

LINE VOLTAGE SAFETY INTERLOCK SWITCHES

Line voltage SAFETY INTERLOCK SWITCHES have been provided for your protection. The loca-
tions of these SAFETY INTERLOCK SWITCHES are:

1. UPRIGHT MODEL: Inside the rear of the cabinet at the side of the rear access
door.

When the cabinet access door(s) are secured in place, the SAFETY INTERLOCK SWITCH plunger(s)
are in a fully depressed condition. The game circuit can function normally.

When any cabinet access door(s) are opened, the SAFETY INTERLOCK SWITCH plunger(s) are in a
partially extended condition. This isolates the game circuit from the line voltage.

To restore power to the game circuit with the access door(s) open, gently pull the SAFETY
INTERLOCK SWITCH plunger(s) out to the fully extended condition. THIS IS TO BE USED FOR
SERVICING THE GAME ONLY!

SELF-TEST

A slide switch is provided to make the game run a "Self-Test" on itself. The SELF-TEST
SWITCH is located on a mounting bracket just inside the coin door opening.

When in the Self-Test mode, the monitor screen will display the results of certain test
functions it has run on itself.
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TO SERVICE THE CONTROL PANEL

1V

UPRIGHT MODEL:

(9

The control panel is held in place by three latches, one on the left side, one on the
right side, and one in the center of the front of the cabinet.

They are spring loaded to provide constant positive pressure on their latch plates.
They can be reached through the coin door AFTER turning power to the game off.

To release the latches, lift up and toward the center of the control panel.

Once they are released, unhook them from their latch plates.

To remove the control panel:

Cradling the control panel between yourself and the cabinet, disconnect it from its
cabling and any miscellaneous hardware.

The control panel is now free and can be removed.

To reinstall the control panel, reverse this procedure.

REMOVAL OF THE MAIN-DISPLAY-GLASS AND/OR THE T.V. BEZEL ASSEMBLY

1.

UPRIGHT MODEL:

NOTE: In order to do this, the control panel MUST be removed first. See the "UPRIGHT

MODEL" procedure.

Turn the power to the game off and remove the control panel. This frees the main-dis-
play-glass so it can be lifted up.

By putting your finger in the hole in the middle of the main-display-glass support, you
can lift it up and out.

Loosen the screws which secure the T.V. bezel-glass-clamps in place.
Move the clamps to the side and the bezel glass may be removed.

Remove the bezel securing screws and the bezel with four bezel-glass-clamps may be re-
moved.

To reinstall the T.V. bezel assembly and the main-display-glass, reverse this proced-
ure.

VOLUME CONTROL POT

The volume control pot is located on the games Logic P.C. Board in the back of the game cab-

inet.

For adjustment, it may be reached through the games rear access door.

To make the sounds louder, turn the pot clockwise as you face it.

To make the sounds less loud, turn the pot counterclockwise as you face it.



CAUTION

“ Be sure to check the PC Board for any foreign particles i.e. dust, etc.. Foreign
particles on the PC Board are one of the main causes of the PC Board malfunctions.

° When in doubt as to the cause of any particular problem, ALWAYS take the PC Board to
your distributor for repair. DO NOT attempt to repair the PC Board yourself by using a
volt-ohm meter or other testing equipment.

° When transporting the PC Board, be sure to pack the board carefully with air caps,
sponge or other packing materials.

PC BOARD
° Option Switches:

The game fee, bonus points, etc. are operator-adjustable. See the Option Switch Set-
tings Table.

To perform the Self-Test, use the test switch located on the bracket just inside your
games coin door.

Volume:

Adjust the game volume as desired. DO NOT place any unnecessary pressure on the volume
control knob.
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SELF-TEST

The Self-Test mode is a special mode for checking game switches and computer functions. It
is the easiest and best way to check for proper operation of the entire game.

You may begin a Self-Test at any time after the power to the game is on by sliding the Self-
Test switch to the "ON" position. Now that the game is in the Self-Test mode, it will act
as follows:

® The Self Test will take about five (5) seconds to perform. The following check list
will appear on the screen.

RAM 0K A.
ROM OK B.
I/0 0K C.
1ST 1 COIN 1 CREDIT (COIN 1)——— D.*
2ND 1 COIN 1 CREDIT ———(COIN 2)—— D.*
MYSHIP 3 ¥
RANK 0 F.
UPRIGHT G.
SOUND 00 H.
1ST BONUS 50000 PTS I.*
2ND BONUS 150000 PTS I.*
EVERY BONUS 150000 PTS I.*

A. RAM Test: If "OK" appears, RAM is normal.

B. ROM Test: If "OK" appears, ROM is normal.

C. I/0 Test: If "OK" appears, I/0 is normal.

D. Game Fee Indicator: If 1 coin/1 game appears, the game fee is normal.
E. Number of Fighters: If "3" appéars, the number of Fighters is normal.
F. Rank: If "O" appears, rank is normal.

G. Table Specification: If "TABLE" appears for the Cocktail Table model and for the
Upright Model, "UPRIGHT" appears, model specification is normal.

H. Sound Test: A sound should appear when the control lever, firing button and the
start button is pushed.

I. Bonus Points: This game has been set for the first 50,000 points, then 150,000
points and for every 150,000 points thereafter.

* By using the OPTION SWITCH; "D", "E", and "I" are operator-adjustable.

When finished with the Self-Test mode, Slide the Self-Test switch back to the "OFF"
position and normal game functions will now return to the monitor screen.

























































